


Physical Data

Maximum Outer Diameter 438.2 mm 17.25 in.

Pass through Diameter 196.9 mm 7.75 in.

Weight 191 kg 422 lbs

Height without Element 333 mm 13.1 in.

Height with TITAN Class
Sealing Element 650 mm 25.6 in.

Internal Fluid

Bearing Oil Type Chevron Meropa Synthetic EP 320

Bearing Oil Capacity 1.5 Litres 0.4 Gallons

Operating Parameters

Pressure Ratings 

Static Pressure Rating 20,684 kPa 3,000 psi

Dynamic Pressure Rating 
@ 60 RPM 10,342 kPa 1,500 psi

Dynamic Pressure Rating 
@ 100 RPM 10,342 kPa 1,500 psi

Dynamic Pressure Rating
@150 RPM 6,894 kPa 1,000 psi

Dynamic Pressure Rating 
@ 200 RPM 6,894 kPa 1,000 psi

Maximum RPM 200 RPM

Maximum Temperature 85° C 185° F

Minimum Temperature 5° C 41° F

Stripping Speeds vs Pressure with  TITAN Elements

All Drill Pipe Sizes
10 m/min. @ 10,342 kPa 33 ft/min. @ 1,500 psi

20 m/min. @ 9,342 kPa 66 ft/min. @ 1.355 psi

Maximum Stripping Speed 30 m/min. @ 8,343 kPa 100 ft/min. @ 1,210 psi


